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LIMITED WARRANTY ON NEW AMF REECE EQUIPMENT

Warranty provisions:

A ninety (90) day limited service labor warranty to correct defects in installation, workmanship, or material  without charge for
labor.  This portion of the warranty applies to machines sold as ”installed” only.

A one (1) year limited material warranty on major component parts to replace materials with defects.  Any new part believed
defective must be returned freight prepaid to AMF Reece, Inc. for inspection.  If, upon inspection, the part or material is deter-
mined to be defective, AMF Reece, Inc. will replace it without charge to the customer for parts or material.

Service labor warranty period shall begin on the completed installation date. Material warranty shall begin on the date the
equipment is shipped from AMF Reece, Inc.

Exclusions:

Excluded from both service labor warranty and material warranty are:  (1) Consumable parts which would be normally considered
replaceable in day-to-day operations.  These include parts such as needles, knives, loopers and spreaders.  (2) Normal adjustment
and routine maintenance.  This is the sole responsibility of the customer.  (3) Cleaning and lubrication of equipment.  (4) Parts
found to be altered, broken or damaged due to neglect or improper installation or application.  (5) Damage caused by the use of
non-Genuine AMF Reece parts.  (6) Shipping or delivery charges.

There is no service labor warranty for machines sold as ”uninstalled”.

Equipment installed without the assistance of a certified technician (either an AMF Reece Employee, a Certified Contractor, or
that of an Authorized Distributor) will have the limited material warranty only.  Only the defective material will be covered.  Any
charges associated with the use of an AMF Reece Technician or that of a Distributor to replace the defective part will be the
customer’s responsibility.

NO OTHER WARRANTY, EXPRESS OR IMPLIED, AS TO DESCRIPTION, QUALITY, MERCHANTABILITY, and FITNESS FOR
A PARTICULAR PURPOSE, OR ANY OTHER MATTER IS GIVEN BY SELLER OR SELLER’S AGENT IN CONNECTION HERE-
WITH.  UNDER NO CIRCUMSTANCES SHALL SELLER OR SELLER’S AGENT BE LIABLE FOR LOSS OF PROFITS OR ANY
OTHER DIRECT OR INDIRECT COSTS, EXPENSES, LOSSES OR DAMAGES ARISING OUT OF DEFECTS IN OR FAILURE OF
THE EQUIPMENT OR ANY PART THEREOF.

WHAT TO DO IF THERE IS A QUESTION REGARDING WARRANTY

If a machine is purchased through an authorized AMF Reece, Inc. distributor, warranty questions should be first directed to that
distributor.  However, the satisfaction and goodwill of our customers are of primary concern to AMF Reece, Inc.  In the event that
a warranty matter is not handled to your satisfaction, please contact the appropriate AMF Reece office:

Europe
Prostejov, Czech Republic
Phone:
Fax:
e-mail:

(+420) 582-309-286
(+420) 582-360-608
service@amfreece.cz





Warranty Registration Card
 (Please Fax or Mail immediately after installation)

Note: All Warranty Claims V oid, unless Registration Card on file at AMF Reece HQ

Machine model number:
(S101, S100, S104, S105, S211, Decostitch, S4000 BH,EBS Mark II,  etc)

Manufacturer‘s serial or production number:

Installation Site Information:

Customer‘s Name:

Customer‘s Mailing  Address:

Customer‘s Telephone Number:

Supervising Mechanic‘s or Technician‘s Name:

Signature of Supervising Technician:

AMF Reece Technician‘s Name:

AMF Reece Technician‘s Signature:

Type of garment produced at this location?

Average Daily Production Expected from this machine?
(number of buttonholes, jackets sewn, pants produced, buttons sewn, etc)

Any special requirements required at this location?

What other AMF Reece Machines are at this location?

How can we serve you better?

Tovární 837, 798 1 1 Prostìjov , Czech Republic
Fax: +420 582 360 606, e-mail: service@amfreece.cz, website: www .amfreece.com
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A - INTRODUCTION

1 .  M A C H I N E  D E C O  2 0 0 0  B A S I C  F U N C T I O N S  A N D  A D VA N TA G E S

1. Decorative machine Deco 2000 was created at AMF Reece company, so that the machine maximally
imitate the hand stitching and allows to select and create the stitch style.
The secret of this machine is principally at the special transitivity needle system. Double pointed
needle with an eye at the mid point  passes through the material brings the thread from one needle
bar to the other exactly as a  seamstress. This machine develops the stitch with a perfect strength,
higher quality and higher productivity than is the hand stitching.

2. This machine has the Microprocessor with the graphical display.
Used operations in the program are easy to understand whereby symbols. It allows to the operator
fast and easy setting up all needed parameters with out linguistic barriers.
The adjustment of the sewing speed and stitch style are operations which can be made by one catch
of screen.
The other possibility of setting the parameters is to reverse of the Top stitch and Button stitch
parameters by the Reverse button placed (on the right) on the plate.

3. The quality is assured on all types of  fabrics by use the double pointed needle.
This needle is passing through the material very lightly, does not intercept the fabric and leave
far smallest hole after puncture than when the usual needle is used.

4. The Deco 2000 machine sewing speed up to the 500 stitches per minute is ten times more productive
than the hand stitching. The all stitch style  parameters can be reversed at any sewing speed, which
escalate the productivity and minimizes the thread waste.

5. The Motor precisely positioning the needle up to the home position is another advantage of this
machine. The operator can with sureness start the sewing cycle from the beginning and also
automatically situate the needle up when the threading is needed.

6. Application: Edge stitching - of jackets, overcoats, pocket flaps
Saddle stitching - jackets overcoats ladies jackets, collars and cuffs on shirts

           and blouses
Decorative stitching - all outwear garments, including leathewear

7. Deco 2000 is produced in two versions Deco 2000 ATT and Deco 2000 Pick Stitch (See technical
conditions page 1-3)
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A - INTRODUCTION

2 .  B A S I C  I N F O R M AT I O N S

The sewing machine Deco 2000 is designed and produced to be very reliable. Important design goals have been
to provide a safe machine that is simple and inexpensive to maintain.

Special electronic and mechanical safety devices protect the operator and the machine. There is a special
power lock out switch that permits the machine to be locked in the off position, so that it cannot be cycled
accidentally.  The drive cover is equipped with a safety switch that will not allow machine operation while
the cover is open.  There is an emergency off switch. There are safety - warning labels on the machine in all
areas that require special care. These must not be removed.  If they are lost replace them immediately.
Never remove safety mechanisms or labels. Said precautions can not include all safety devices, so it is
necessary for the operator before the machine is used, to read and understand  to this manual. It will
eliminate the mistakes during the installation, and during the operation as well. Do not start the machine
if  you did not read all instructions delivered with the machine and if you do not understand all functions and
procedures.
In this manual are incorporated three category of safety instructions :

DANGER! Possible loss of  life.

WARNING! Possible serious injury or machine damage.

NOTICE! Possible injury or machine damage.

It is recommend that service workers from AMF Reece oversee the installation and initial training of your
 mechanics and operators.

The most effective safety precaution is a well-managed safety program. Be sure those who use this machine
are properly trained. Never disable safety equipment.

Always wear safety goggles when operating or servicing the machine.
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Deco 2000 ATT Deco 2000
Pick Stitch

Description

Stitch style

Machine Performance

Sewing Speed 

Stitch Length

Maximum Work Thickness

Cut thread from Cut thread lenght in advance from

400 — 900 m m  s tandard 400 — 1200 m m  (waxed)

Cut thread lenght in advance from

400 — 1200 m m (waxed)

Range for length of s ingle 
s titch (Stitch Dens ity)

Maxim um  length for 
condensed s titch

Automatic Thread Cutting ✂ —

Synthetic thread —

Lubrication

Operating Conditions

Motor

Electrical Requirements

Table Dimension

Machine Head Dimension

Machine Head Weight

Line Circuit Breaker

Dimension Packed Weight

300 Units

Note: 10 units displayed on the touch panel constitute approximately 1 mm w hich may vary practically depending on the type of  fabric.

1168 m m  (L) x 1041m m  (W) x 1118 m m  (H) 338 kg

956 (L) x 630 (W) x 850

1118 m m  (L) x 940 m m  (W) x 1118 mm

220 kg

Maxim ally 16 A

Manually ( every day)

According to IEC 364 - 3, IEC 364 - 51 tem perature from  +5°C to 40°C, relativeair 
hum idity from  30 to 80%

Asynchronous 3 s tage m otor 0,37 KW

1 NPE ~ 50 Hz 230 V/TN/S:1 NPE ~ 60 Hz 230 V/TN/S

Used Needle

AMF Reece 59 - 83 - 1032 BI / Pn. 00103238 /

Size 36 Norm al weight m aterials  fine thread

Size 38 Norm al weight m aterials  norm al thread

Size 49 Heavyweight  m aterials

From  0,1 to 8 mm

Maxim ally 5 m m

Recommended Thread 
Lenght

Recommended Thread 
Thickness 

Silcora waxed s ilk thread (Rice)

Size A Lightweight m aterial

Size C m edium , heavyweight m aterial

Other high quality threads  m ay be used, but m ay result in som e loss  of quality after 
threads press ing the garm ent and sewing quality

Technical Specifications for condensed stitch:

5 to 30 Units

Machine type

Electronic decorative m achine Deco 2000 or sewing ladies  and m an jackets

150 to 500 turns  per m inute/ from  75 to 250 s titches  per m inute

500 s .p.m .

3 . S P E C I F I C AT I O N S

A - INTRODUCTION


