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D - MACHINE CONTROLS

2.5.	 Input Screen

2.6.	 Output Screen I

2.7.	 Output Screen II

 Sewing motor home-position sensor
 X-Carriage motor home-position sensor 
 K-Knife motor home-position sensor
 Left foot pedal
 Right foot pedal
 Cover sensor
 Emergency stop button
 X-Carriage motor error signal
 Low air-pressure signal
 Stacker photocell
 Left flap photocell
 Right flap photocell
 Needle-thread breakage monitor
 Front bobbin thread monitor
 Back bobbin thread monitor
 Front bobbin thread monitor - Home
 Back bobbin thread monitor - Home
 Zipper cut sensor
 Zipper home sensor
 Zipper motor switch

 Left flap clamp
 Right flap clamp 
 Left material clamp
 Right material clamp
 Left folder
 Right folder
 Left spreader
 Right spreader
 Patch guide down
 Patch guide up
 Thread tension 
 Centre knife up/down

 Needle thread trim
 Bobbin thread trim
 Dense/Back tack
 Dart stretcher
 Auto tape feed
 Garment roller
 Needle 1 (AP)
 Needle 2 (AP)
 Stacker
 Corner knife end type 1
 Corner knife start type 4
 Bobbin thread monitor fingers

 Corner knife start type 5
 Corner knife start type 6 
 Zipper arm move
 Zipper trim
 Zipper motor run
 Corner knife end type 2
 Corner knife end type 3
 Vacuum
 Vacuum switch







0.05 mm
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1.	 ADJUSTING THE NEEDLE AND ROTARY HOOK TIMING 
Needle to Rotary Hook Point Gap 

1 - Tilt back the machine head. 
2 - Loosen screws  ,  and screws on the ring .
3 - Move the rotary hook base  to the left or right so that the clearance between the needle  and the rotary hook 
tip  is 0.05 mm. 
4 - After adjusting , securely tighten screws , 

 and . 

Note: Tighten screws on ring  while gently 
pressing the ring. 
Furthermore, tighten screw  without moving 
it from its screw stop. 




